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Model A B c* L H
PT2043 129mm/5.08” | 103mm/4.06" | 33mm/1.30" | 118.5mm/4.67" | 92.5mm/3.64”
PT2070 203.5mm/8.01” | 148.5mm/5.85” | 37mm/1.46” | 191.5mm/7.54" | 138mm/5.43"
PT2080 233mm/9.17" | 176mm/6.93" | 42.2mm/1.66” | 221mm/8.70" | 163.5mm/6.44”
PT2100/PT2104 |270.8mm/10.66” | 212.8mm/8.38" | 42.5mm/1.67" | 259mm/10.2" | 201mm/7.91"
PT2120/PT2121 | 3354mm/13.20" | 245.8mm/9.68" | 58.2mm/2.29" | 302mm/11.89" | 228mm/8.98"
PT2150 399.1mm/15.71" | 297.6mm/11.72" | 57.5mm/2.26" | 384.5mm/15.14” | 283mm/11.14"

* Includes COM Port & Terminal Block Height (PT2043 for terminal block & Others for COM4/5) /
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After inserting the machine /
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Metal Locks | EEBZ##HE | EBREHME

Fixed Screw/ [EE4%4% / E 2R 2

Tighten each fixing screw until the bezel corner gets in contact with the panel.
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Suggested torque for fixing screws: 0.25~0.34Nm/ 2
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PT2150

Power Connector / &)Ri% ¥/ F iR F

COM1&2&3 9Pin Female / COM18&2&3 9Pin & / COM1&2&3 9Pin £}
COMA4&5 5Pin Terminal / COM4&5 5Pin i ¥-#58 / COM4&5 5Pin sk
USB Host/ USB E#0 / USB F#:0

USB Client/ USB## 0 / USB MiZQ

Ethernet Port/ Z K48 / AKM&E#E0

COM1&3 5Pin Terminal / COM1&3 5Pin i+ 1258 / COM1&3 5Pin g FH# 3k
COM2&4 5Pin Terminal / COM2&4 5Pin 1 ¥3258 / COM28&4 5Pin s 72k 4
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Power Supply /| EIFHE/ BiRH

Powered by a Low Voltage / Limited Energy power source.
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é Do not open the rear cover of the panel when power is applied.
BRXEIFFDREAR / BRXERBEIARER

f Be sure that the power supply has enough power capacity for the operation

of the equipment.
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- PT2043: 24VDC / 0.4A

- PT2070 & PT2080 & PT2100 & PT2104 & PT2120 &
PT2121 & PT2150 : 24VDC / 0.8A

Dispose of batteries /| EMEE /| EithE

CR 2450H

Panasonic 3V 600mAh
Lithium Coin Unchargeable
Battery type

—RMEEM/ —RIMER

Dispose of batteries according to local regulations.
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CAUTION

1. Indoor use and pollution degree I, it must be wiped with a dry cloth for
clean up the labelling.

2. Please be used qualified power supply by SELV or double insulation of
UL60950 or UL61010-1 or UL61010-2-201 standards.

3. UL61010-2-201: Shall be mounted in the Industrial Control Panel and ambient
temperature is not exceed 60 degree C.

4. If the equipment is used in a manner not specified by the manufacturer, the
protection provided by the equipment may be impaired.

5. We suggest using the cable type - AWG (American Wire Gauge) 18-24 and the
corresponding pin type cable terminals.

6. We suggest used torque value 4.60 Ib-in, do not use excessive force when
fixing wiring.

7. Altitude: up to 2000 m

8. Maximum ambient temperature rated 60°C

9. Minimum ambient temperature rated -10°C

ATTENTION

1. En cas d'utilisation dans un intérieur soumis a une pollution degré I,
I'étiquette doit-étre nettoyée a I'aide d’un tissu sec.

2. L’alimentation utilisée doit respecter la norme SELV ou avoir une double
isolation de type UL60950, UL61010-1 ou UL61010-2-201.

3. UL61010-2-201: Doit étre monté dans une armoire industrielle dont la
température ambiante ne dépasse pas 60 degrés Celsius.

4. En cas d'utilisation non conforme ou non spécifié par le fabricant, la protection
de I'équipement peut étre inadaptée.

5. Nous suggérons d'utiliser un type de cable AWG (American Wire Gauge)
18-24 avec les bornes correspondantes.

6. Le couple de serrage recommandé pour les vis des bornes est de 4.60 Ib-in,
ne pas utiliser une force excessive.

7. Altitude: jusqu'a 2000 m
8. Température ambiante maximale évaluée 60°C

9. Température ambiante minimale nominale -10°C

Cermate Technologies Inc.

7F.-1, No.168, Liancheng Rd. Zhonghe Dist., 7

New Taipei City 235, Taiwan (R.O.C.)

Connections / fA{fiiE / BI[E

COM1 & COM3
5 Pin Terminal /
5 Pinit 7288 /
5 Pinii FiEsk
PT2043
COM2 & COM4 —363— RS-485(COM2)
5 Pin Terminal /
5 Pinif 7288 / elejelele
5 PinisFiEk 56 37— RS-485(COM4)
Pin 1
PT2-21ST
Pin Description
COoM1 & com2 1 | RS485 + (COM2)
DB-9-Female /
2 | RS232 RXD (COM1)
PT2070 & PT2080 & DB-9 2 / 3 [RS232 TXD (COM1)
PT2100 & PT2104 & DB-9 3 4 -
PT2120 & PT2121 & 5 |sG
PT2150 54321 6 | RS485 - (COM2)
ofwijol
8
9
PT2-51ST
Pin Description
com & ;:‘F)MZ & ‘50""3 1 | RS422 TXD+/RS485 + (COM2)
Py ;Ea/e 2 | RS232 RXD (COM1)
DB:9 BE 3 | RS232 TXD (COM1)
PT2070 4 | RS422 RXD+ (COM2)
& 5 |sG
PT2080 54321 6 | RS422 TXD-/ RS485 - (COM2)
& @ 9876 @ 7 | RS485 - (COM3)
8 | RS485 + (COM3)
PTZ;(]O 9 | RS422 RXD- (COM2)
PT2104 [T
&0 COM4 & COM5 E3 55 37— RS-485(COM4)
5 Pin Terminal / ﬁﬁﬁﬁﬁ
PT2120 5 Pinifi P / ejejejeje
& 5 Pinif Fi#k (3 CT 73563 RS-485(COM5)
PT2121 Pin 5 4 3 2 1
PT2§|‘50 (COM5-RS232;& /1% 1/Optional) &3 RS-485(COM4)
COM4 & COM5
5 Pin Terminal / 8o e|e|e
5 Pinif / — =
: P;:;ﬁ%igg’i [ &3 RS-232(COMS)

The products have been designed for use in an industrial environment in compliance with the
2014/30/EU directive.
AERBERNTHEERULFE2014/30/EUIRE / A/ Gi&E T T IREHAF42014/30/EU i
The products have been designed in compliance with:
RELRFEUTERE: / RN=RFEUTIOR:
[Z1 EN 61000-6-4: 2007 +A1: 2011
7] EN 61000-3-2: 2014
71 EN 61000-3-3: 2013
71 EN 61000-6-2: 2005 / AC: 2005
IEC 61000-4-2: 2008; IEC 61000-4-3: 2006 + A1: 2007 +A2: 2010;
IEC 61000-4-4: 2012; IEC 61000-4-5: 2014; IEC 61000-4-6: 2013;
IEC 61000-4-8: 2009; IEC 61000-4-11: 2004 + A1: 2017
The installation of these devices into residential, commercial and light-industrial environments is
allowed only special measures are taken in order to get the conformity to IEC-61000-6-3
FEREBEZENEE ) BERETENRER - LWRMASHRIEBRLUMSIEC-61000-6-3 /
AERERRETET; HURETUNREN, BIUNNEEHRRUFAIEC-61000-6-3
Reproduction of the contents of this copyrighted document, in whole or part without written
permission of Cermate Technologies Inc., is prohibited. \
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